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V also stands for Vindication, defi nitive proof of the 

right-ness of M&K Sound’s innovative ideas and vision 

as pioneers in the fi eld of subwoofers.

In the case of the M&K Sound V Series trio of ultra-compact 

subwoofers, it also stands for Validation of concept and execution.

Following the extended research and development process that led 

to the groundbreaking M&K Sound X Series subwoofers, the all-new 

V Series draws heavily on knowledge and technology derived directly 

from that range of market leading, self-powered subwoofers.

Too often, music and movie lovers feel forced to choose between 

larger speakers that detract from the beauty and style of the living 

room and more compact models that seriously compromise the 

home entertainment experience.

After introducing the satellite/subwoofer confi guration more than 

40 years ago, M&K Sound allows fi lm and music enthusiasts to have 

it both ways, combining attractive, compact high performance main 

speakers with handsome, compact subwoofers for decorator-friendly 

room integration.

The M&K Sound V Series offers exceptional fl exibility of choice to suit 

any budget and room size: V8 with an 8” woofer and 150 Watts of 

built-in amplifi er power, V10 with a 10” woofer and 250 Watts and 

V12 with  a 12” woofer and 300 Watts.

The clean lines and smooth, rounded edges of V Series subwoofers 

are available in elegant Black Satin or White Satin with matching 

grille cloth and will be a discrete, stylish addition to any living space.

V Series woofers are built 

on a stamped steel basket 

and incorporate a pulp cone, 

custom NBR (Nitril Butyl Rubber 

Suspension) surround, fi berglass 

dust cap and a newly designed 

motor system featuring an 

aluminum voice coil former and 

undercut, extended pole piece. 

The drive unit is capable of long, 

controlled excursion for extended 

deep bass with exceptional 

authority and precision.

Major design features borrowed 

from the top of the line M&K Sound X Series include aluminum AC 

shorting rings installed in the magnet system and a fl ared, vented 

pole design to effectively reduce compression and distortion. 

These devices make valuable contributions to the effortless bass 

transparency of the M&K Sound V Series.

Sealed enclosures ensure exceptional transient response (a.k.a. fast, 

“punchy” bass) with minimal 

distortion. The elimination of 

a port opening also enhances 

fl exibility of placement for 

optimal deep bass performance.

Again drawing on technology 

from the state of the art X 

Series subwoofers, V Series 

subwoofers are driven by Class 

D power amplifi ers with fully 

discrete analog input stages 

ideally integrated with the 

enclosure, crossover and woofer. 

V Series subwoofers feature a 

Designed to offer legendary M&K Sound bass extension, 
power and clarity at a fraction of the size, weight and cost, 
The V Series subwoofers with M&K Sound Super Fast Deep 
Bass are more compact, budget-friendly descendants of the 
highly acclaimed M&K Sound X Series.

“The X12 is among the best subwoofers available, equally 
suited to motion picture soundtracks and music.” 

Widescreen Review magazine (USA), January, 2014

“The low end extension of the X12 is astounding!” 
www.hometheaterhifi .com

February, 2014 

“X12 is one of the best subwoofers I’ve ever heard in my 
room.” 

Sound & Vision magazine (USA),
April, 2014

V for Vision

M&K Sound V8 M&K Sound V10 
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any budget and room size: V8 with an 8” woofer and 150 Watts of 

built-in amplifi er power, V10 with a 10” woofer and 250 Watts and 

V12 with  a 12” woofer and 300 Watts.

The clean lines and smooth, rounded edges of V Series subwoofers 

are available in elegant Black Satin or White Satin with matching 

grille cloth and will be a discrete, stylish addition to any living space.

V Series woofers are built 

on a stamped steel basket 

and incorporate a pulp cone, 

custom NBR (Nitril Butyl Rubber 

Suspension) surround, fi berglass 

dust cap and a newly designed 

motor system featuring an 

aluminum voice coil former and 

undercut, extended pole piece. 

The drive unit is capable of long, 

controlled excursion for extended 

deep bass with exceptional 

authority and precision.

Major design features borrowed 

from the top of the line M&K Sound X Series include aluminum AC 

shorting rings installed in the magnet system and a fl ared, vented 

pole design to effectively reduce compression and distortion. 

These devices make valuable contributions to the effortless bass 

transparency of the M&K Sound V Series.

Sealed enclosures ensure exceptional transient response (a.k.a. fast, 

“punchy” bass) with minimal 

distortion. The elimination of 

a port opening also enhances 

fl exibility of placement for 

optimal deep bass performance.

Again drawing on technology 

from the state of the art X 

Series subwoofers, V Series 

subwoofers are driven by Class 

D power amplifi ers with fully 

discrete analog input stages 

ideally integrated with the 

enclosure, crossover and woofer. 

V Series subwoofers feature a 

newly updated version of M&K’s proprietary Headroom Maximizer 

to provide gentle, non-invasive protection for exceptional dynamic 

capabilities that have made M&K Sound subwoofers world famous.

For extraordinary installation fl exibility and system inte gration, V 

Series subwoofers incorporate continuous con trol of crossover 

frequency, phase (0 – 180 degrees) and output level. For ultimate 

convenience, V Series sub woofers are equipped with stereo line level 

inputs and outputs and a three-position Power switch. In addition 

to On and Off, an Auto position can turn the sub on automatically 

when a signal is detected and off again after a period without a 

signal.

Designed to offer legendary M&K Sound bass extension, 
power and clarity at a fraction of the size, weight and cost, 
The V Series subwoofers with M&K Sound Super Fast Deep 
Bass are more compact, budget-friendly descendants of the 
highly acclaimed M&K Sound X Series.

“The X12 is among the best subwoofers available, equally 
suited to motion picture soundtracks and music.” 

Widescreen Review magazine (USA), January, 2014

“The low end extension of the X12 is astounding!” 
www.hometheaterhifi .com

February, 2014 

“X12 is one of the best subwoofers I’ve ever heard in my 
room.” 

Sound & Vision magazine (USA),
April, 2014

The extremely rigid, non-resonant 

cabinet of 1” MDF incorporates 

internal bracing of 3/4” MDF to 

reinforce the enclosure and support 

the powerful bass driver.

M&K Sound V10               M&K Sound V12
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V for the Vanguard 
of Home Entertainment

V8
Enclosure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Sealed
Woofer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8”
Power Amp RMS, 4 Ohm/Peak . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150/250 W
Frequency Response +/- 2 dB  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 Hz - 200 Hz
Amp Total Harmonic Distortion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . < 0.5%, 150W, 4 Ohm
Dimensions (HxWxD) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 34 x 26 x D 29 cm / 13.3 x 10.3 x 11.4”
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11.0 kg, 24.3 lbs
AC Power Consumption Standby/Average/Max. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.5/30/150 W
Finish/Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black Satin /Black Cloth or White Satin /White Cloth

V10
Enclosure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Sealed
Woofer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10”
Power Amp RMS, 4 Ohm/Peak . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200/350 W
Frequency Response +/- 2 dB  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25 Hz - 200 Hz
Amp Total Harmonic Distortion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .<0.5%, 250W, 4 Ohm
Dimensions (HxWxD) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40.5 x 31.5 x 35 cm / 15.9 x 12.4 x 13.7”
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 18.0 kg, 39.7 lbs
AC Power Consumption Standby/Average/Max. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.5/40/200 W
Finish/Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black Satin /Black Cloth or White Satin /White Cloth

V12
Enclosure  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Sealed
Woofer . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12”
Power Amp RMS, 4 Ohm/Peak . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300/500 W
Frequency Response +/- 2 dB  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20 Hz - 200 Hz
Amp Total Harmonic Distortion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . < 0.5%, 300W, 4 Ohm
Dimensions (HxWxD) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 46.5 x 36 x 40 cm / 18.3” x 14.1” x 15.7”
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22.0 kg, 48.5 lbs
AC Power Consumption Standby/Average/Max. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.5/50/300 W
Finish/Grille  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black Satin /Black Cloth or White Satin /White Cloth

The M&K Sound V12 subwoofer meet and exceed THX specifi cations to deliver music and movies
with natural, effortless realism and power.

M&K Sound V series specifi cations

After a 25-year relationship as M&K Sound distributor, upon fi rst 
auditioning the V8 subwoofer, Sunny Chu of Keep Running Audio, 
Taiwan,spontaneously exclaimed: 

“An unsurpassable achievement at such a modest price. It takes 
four decades of dedication to reach this level of distinction. 
Nobody knows bass like M&K!”

V-Series folder.indd   2 07/04/15   11.58


